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The undersigned guarantee of the model switches is meets the following specifications. 

1.Operation Characteristics 

Operating Force (OF) : 
Rotation  Max. 60 gf-cm 

Push  Max. 300 gf 

2. Specifications   
Initial Contact Resistance : Max. 300 mΩ ( Measured by ohm meter –Open Voltage<1VDC, Driver current -100mA )  

Insulation Resistance : Min. 100 MΩ  (100 VDC/ minute) between Live-parts and dead metal   

parts. 

Circuit Arrangement : As Enclosed Drawing 

Rating : 1mA 10 VDC with Resistive Load 

Service Life : Rotation - Min.200,000 operations(C.W.100,000&C.C.W 100,000) 

Push   - Min. 1,000,000 operations 

Operating Frequency : Rotation - Max. 30 operations per minute 

Push   - Max. 120 operations per minute 

Depression - Max.300 gf 

3. Environments   

Operating Temperature : 0℃ ~40℃  

Storage Temperature : -40℃ ~ 70℃ (With no icing) 

Vibration Resistance : 10~55Hz, displacement 0.75mm(p-p) 

  Soldering by hand : 260 ℃ maximum within 5 seconds; 300 ℃ maximum within 3 seconds 

 

4. Product Drawing : 
 

  Dimensions drawing 

 

Circuit Arrangement drawing 
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