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EI 30
DIN EN 61558-2-6 VDE

VDE-Mark for 
Glow-Wire-Test DIN EN 60 335-1 VDE

UL 5085-3 UL

UL 5085-1 UL

C22.2 CSA

Connecting pins

Connection scheme

Printed-Circuit-Board transformers

Frame size/ 
Core height

Output Power   
ta 40 °C/F

Output Power 
ta 70 °C/F

Output Power 
ta 70 °C/F  

 with thermo-fuse

Height (h) Weight Packaging 
unit
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EI 30

2.3 VA
ta 70 °C/F

BV EI 303 .... /
12.5 mm

 

 

 

type. 2.0 W

230 383 1

230 191 2

230 307 1

230 153 2

230 255 1

230 127 2

230 191 1

230 95 2

230 153 1

230 76 2

230 127 1

230 110 1

230 96 1

 

Order No. 

Primary 

voltage V 

Connecting 

pins prim. 

Secondary 

voltage V 

Current 

sec. mA

Connecting 

pins sec. 

No-load 

voltage V

Connection 

scheme 

230 316 1

230 158 2

230 253 1

230 126 2

230 211 1

230 105 2

230 158 1

230 79 2

230 126 1

230 63 2

230 105 1

230 90 1

230 79 1

 

Order No. 

Primary 

voltage V 

Connecting 

pins prim. 

Secondary 

voltage V 

Current 

sec. mA

Connecting 

pins sec. 

No-load 

voltage V

Connection 

scheme 

230 383 3

230 191 4

230 306 3

230 153 4

230 256 3

230 128 4

230 191 3

230 96 4

230 153 3

230 76 4

230 128 3

230 110 3

230 96 3

 

Order No. 

Primary 

voltage V 

Connecting 

pins prim. 

Secondary 

voltage V 

Current 

sec. mA

Connecting 

pins sec. 

No-load 

voltage V

Connection 

scheme 

Printed-Circuit-Board transformers

2.3 VA
ta 40 °C/F

BV EI 303 .... /
12.5 mm

 

 

type. 2.0 W

1.9 VA
ta 70 °C/F

BV EI 303 .... /
12.5 mm

 

 

type. 1.2 W


