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Dati generali General data

Dati tecnici Technical data

6 N. poles

Terminali screw/piercing Terminals

 (bussola cieca 

 (bussola WP 

 
(bussola a perforazione 

Cable section

Cable diameter min-max 

Corrente e tensione nominale Rated current and voltage

T marking T marking

Temperatura di funzionamento Operating temperature

Indice di tracking Tracking index

Materie prime Raw materials

Canotto esterno
nero black - grigio grey 

Connector housing

nero black - grigio grey 
Cable glands

Corpo plastico morsettiera
nero black - marrone brown

Terminal block housing

Grommets

silicone silicon Seals

Bussole ottone nichelato brass nickel plated Contact screw terminals

steel zinc plated/brass plated
Screws/Piercing

Norme Standards

Note: For cable 
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Dimensions shown in millimetres.
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Codice Order number

version n. poles

bussola

contact terminal pcs/box

codice

order number

IP68

 5 BAR

 

450 V

 

32 A

C1B

C3B

C1A

C3A

D1G

D3G

D1H

D3H

6

D1L

D3L

IP68

 5 BAR

 

450 V

 

32 A

D1M

D3M

D1N

D3N

D1B

D3B

D1A

D3A

6

D1D

D3D

The above versions are available with piercing clip terminal blocks.
TH

Note:          Bussola cieca End barrier contact          Bussola WP per sezione cavo WP contact for cable section 2

     2 Piercing clip terminals max 1.5 mm2



98

Varianti Options

Colore Colour Contact our Customer Service for availability.

version

codice

order number

 grigio grey 

 altri colori other colours

Purchasing kit

version

misure imballaggio

box dimensions

contenuto

contents pcs/box

codice

order number

kit non assemblato 

unassembled kit

                    

kit assemblato 

assembled kit
Z

Z

kit imbustato 

retail pack kit

See the Retailers catalogue.
R

custom version
* * * K

Note:

Note: 
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  Personalization and new custom products are possible. Please contact our Customer Service.
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High protection waterproof reliable 
connectors. Avoid the use of gel/
resin. Inspection of inner connector 
possible.

Metal inserts available: 

combinare prodotti di famiglie differenti 

Maximum versatility. Combinations of 
different types of product to generate 
hybrid solutions.

Usable in every situation of 
installation. The ÒLÓ type connector, 
for instance, ensures the cable is 
properly folded.

Custom products. Transparent and 
colour versions on customer request.

 con resina 

Protection from moisture 
condensation with a special resin with 
excellent insulation capacity, ensures 
integrity of equipments over time.

con 
morsettiere circolari modulari e 

Quick and easy installation with 
compact modular circular connectors 
up to 6 poles.

Product innovation. Fast wiring of 
electrical derivations. Avoid twisting the 
top of the wire.

Fitting with braided hose, spiral top 
and cable protection systems.
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