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Wall and ceiling mounted luminaire for indoor and outdoor, comprising:
¬ Technopolymer housing, trim and diffuser
¬ Anti-ageing custom moulded silicone sealing gasket(s)
¬ Class II
¬ Tilting easy-maintenance SMD LED board
¬ Dip switch for LED CCT control at 3000K or 4000K, field adjustable
¬ EM/3P version is designed for multipurpose 3 hours sustained emergency lighting
¬ Hyper-frequency (HF) sensor operating at 5.8 Ghz+/- 75 Mhz
¬ The luminous flux data shown refer to the maximum power operating level
¬ Photometric data measure according to UNI EN 13032-4 and IES LM-79-08

Scan the QR-code for the 
latest information 
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CLY IP65 - IK10 - 650 °C
LUMINAIRE
WATTAGE [W] CLASS ENEC CRI KELVIN OPTIC BEAM ANGLE LIGHTSOURCE LUMEN

OUTPUT [lm]
LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER PRONTO

Power LED 220-240 V 50/60 Hz

17 II - 80 3000/4000 S/EW - 2534 1695 3116565 -

CLY DLS+DETEK IP65 - IK10 - 650 °C
LUMINAIRE
WATTAGE [W] CLASS ENEC CRI KELVIN OPTIC BEAM ANGLE LIGHTSOURCE LUMEN

OUTPUT [lm]
LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER PRONTO

Power LED 220-240 V 50/60 Hz + HF Sensor

17 II - 80 3000/4000 S/EW - 2534 1695 3116566 -

CLY EM/3P IP65 - IK10 - 850 °C
LUMINAIRE
WATTAGE [W] CLASS ENEC CRI KELVIN OPTIC BEAM ANGLE LIGHTSOURCE LUMEN

OUTPUT [lm]
LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER PRONTO

Power LED - Emergency 3h - 220-240 V 50/60 Hz

17 II - 80 3000/4000 S/EW - 2534 1695 3116567 -

CLY EM/3P+DLS+DETEK IP65 - IK10 - 850 °C
LUMINAIRE
WATTAGE [W] CLASS ENEC CRI KELVIN OPTIC BEAM ANGLE LIGHTSOURCE LUMEN

OUTPUT [lm]
LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER PRONTO

Power LED - Emergency 3h - 220-240 V 50/60 Hz + HF Sensor

17 II - 80 3000/4000 S/EW - 2534 1695 3116568 -
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PERFORMANCE iN LIGHTING S.p.A.
Viale del Lavoro 9/11
37030 Colognola ai Colli (VR) - Italy
T +39 (0) 45 61 59 211 
F +39 (0) 45 61 59 393

www.performanceinlighting.com

PERFORMANCE iN LIGHTING UK Ltd
Unit 4, Hepworth Park,
Brook Street, Lakeside,
Redditch, Worcestershire B98 8NZ - UK
T +44 (0) 1527 58 49 26

PERFORMANCE iN LIGHTING MIDDLE EAST
Dubai Airport Free Zone, Building 6EB, Office 448
P.O.Box. 371818, Dubai, U.A.E.
T +971 4 2395146

PERFORMANCE iN LIGHTING FINLAND Oy
Tikkurikuja 1
00750 Helsinki - Finland
T +358 10422 1860


