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OUTDOOR  |  ARCHITECTURAL  |  RECESSED WALL  |  INSERT+ 3

Wall recessed luminaire, for indoor and outdoor use in 
solid and hollow walls, for general lighting, comprising:
¬ Die-cast painted aluminium housing and trim
¬ Tempered clear glass diffuser
¬ Diffuser in flat glass, internally frosted
¬ Silicone gasket
¬ External electrical connection with sealed plug-socket 

QUICK, complete with cable
¬ Electrical connector for wires Ø 7 - Ø 12 mm
¬ LED versions include 220/240 V 50/60 Hz safety 

transformer
¬ Stainless steel locking screws
¬ The fixture requires recessed fixing box which must be 

ordered separately
¬ Supplied with 0,5 m pre-wired H07RN-F cable
¬ Anti-tamper kit available as an accessory
¬ Available for thourgh wiring as accessories. Connectors 

fit Ø 7 - Ø 10,5 mm and Ø 14 - Ø 17 mm cables
  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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INSERT+ 3 A/W IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
27 W I - 80 4000 ü A/W - 4140 lm 1592 lm 80 10 60000 h 3100879
27 W I - 80 3000 ü A/W - 4020 lm 1502 lm 80 10 60000 h 3100877
27 W I - 80 4000 ü A/W - 4140 lm 1592 lm 80 10 60000 h 3100878
27 W I - 80 3000 ü A/W - 4020 lm 1502 lm 80 10 60000 h 3100876

INSERT+ 3 A26/W IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I - 70 4000 ü A26/W - 3585 lm 1399 lm 80 10 125000 h 3100875
26 W I - 70 3000 ü A26/W - 3450 lm 1388 lm 80 10 125000 h 3100881
26 W I - 70 4000 ü A26/W - 3585 lm 1399 lm 80 10 125000 h 3100882
26 W I - 70 3000 ü A26/W - 3450 lm 1388 lm 80 10 125000 h 3100880

MANDATORY ACCESSORIES

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

INSERT+3

Recessed box INSERT+3 3100883

INSERT+ 3
Stainless steel, anti-tamper locking screws 3100992

Connection Kit Y 3-way D.14-17mm IP68 310495

Connection Kit Y 3-way D.7-10.5mm IP68 310496

Complete unit
1A+1B = please order 2 codes

COMPONENTS

A luminaire 
B recessed fixing kit
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3100992 310495
310496


